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(1) Determine the areas of atmos-
pheric corrosion on the pipeline;

(2) If atmospheric corrosion is found,
take remedial measures to the extent
required by the applicable paragraphs
of §§ 192.485, 192.487, or 192.489; and

(3) Clean and either coat or jacket
the areas of atmospheric corrosion on
the pipeline with a material suitable
for the prevention of atmospheric cor-
rosion.

[Amdt. 192–4, 36 FR 12302, June 30, 1971, as
amended by Amdt. 192–33, 43 FR 39390, Sept.
5, 1978]

§ 192.481 Atmospheric corrosion con-
trol: Monitoring.

After meeting the requirements of
§ 192.479 (a) and (b), each operator shall,
at intervals not exceeding 3 years for
onshore pipelines and at least once
each calendar year, but with intervals
not exceeding 15 months, for offshore
pipelines, reevaluate each pipeline that
is exposed to the atmosphere and take
remedial action whenever necessary to
maintain protection against atmos-
pheric corrosion.

[Amdt. 192–33, 43 FR 39390, Sept. 5, 1978]

§ 192.483 Remedial measures: General.
(a) Each segment of metallic pipe

that replaces pipe removed from a bur-
ied or submerged pipeline because of
external corrosion must have a prop-
erly prepared surface and must be pro-
vided with an external protective coat-
ing that meets the requirements of
§ 192.461.

(b) Each segment of metallic pipe
that replaces pipe removed from a bur-
ied or submerged pipeline because of
external corrosion must be cathodi-
cally protected in accordance with this
subpart.

(c) Except for cast iron or ductile
iron pipe, each segment of buried or
submerged pipe that is required to be
repaired because of external corrosion
must be cathodically protected in ac-
cordance with this subpart.

§ 192.485 Remedial measures: Trans-
mission lines.

(a) General corrosion. Each segment of
transmission line with general corro-
sion and with a remaining wall thick-
ness less than that required for the

maximum allowable operating pressure
of the pipeline must be replaced or the
operating pressure reduced commensu-
rate with the strength of the pipe based
on actual remaining wall thickness.
However, if the area of general corro-
sion is small, the corroded pipe may be
repaired. Corrosion pitting so closely
grouped as to affect the overall
strength of the pipe is considered gen-
eral corrosion for the purpose of this
paragraph.

(b) Localized corrosion pitting. Each
segment of transmission line pipe with
localized corrosion pitting to a degree
where leakage might result must be re-
placed or repaired, or the operating
pressure must be reduced commensu-
rate with the strength of the pipe,
based on the actual remaining wall
thickness in the pits.

(c) Under paragraphs (a) and (b) of
this section, the strength of pipe based
on actual remaining wall thickness
may be determined by the procedure in
ASME/ANSI B31G or the procedure in
AGA Pipeline Research Committee
Project PR 3–805 (with RSTRENG
disk). Both procedures apply to cor-
roded regions that do not penetrate the
pipe wall, subject to the limitations
prescribed in the procedures.

[Amdt. 192–4, 36 FR 12302, June 30, 1971, as
amended by Amdt. 192–33, 43 FR 39390, Sept.
5, 1978; Amdt. 192–78, 61 FR 28785, June 6, 1996]

§ 192.487 Remedial measures: Distribu-
tion lines other than cast iron or
ductile iron lines.

(a) General corrosion. Except for cast
iron or ductile iron pipe, each segment
of generally corroded distribution line
pipe with a remaining wall thickness
less than that required for the max-
imum allowable operating pressure of
the pipeline, or a remaining wall thick-
ness less than 30 percent of the nomi-
nal wall thickness, must be replaced.
However, if the area of general corro-
sion is small, the corroded pipe may be
repaired. Corrosion pitting so closely
grouped as to affect the overall
strength of the pipe is considered gen-
eral corrosion for the purpose of this
paragraph.

(b) Localized corrosion pitting. Except
for cast iron or ductile iron pipe, each
segment of distribution line pipe with
localized corrosion pitting to a degree
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